
ELECTRIC ACTUATED BUTTERFLY VALVE
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 Actuator
E……………Electric Actuators

 Class
PN16………………........PN16
PN25………………........PN25
10……………….............10K
20……………….............20K

 Valve Type
DJ…………………
                              Ductile Iron Butterfly Valve
XJ…………………
                              Aluminum Butterfly Valve

 End Connection
None…………….  Wafer

L……………………  Lugged

 Disc Material
None…………….  Ductile Iron+  Ni plating

U…………………...304  304S.S.
M…………………...316  316S.S. 

 Seat Material
E…………………... EPDM

 Nominal Diameter

Product Coding

Product Range

1 2 3 4 5 6 7

E-PN16DJE
E-PN16DJUE
E-PN16DJME
E-PN16DJLE
E-PN16DJLUE
E-PN16DJLME
E-PN25DJE
E-PN25DJUE
E-PN25DJLE
E-PN25DJLUE
E-20DJUE
E-PN16XJME
E-10XJMEA

40
-
-
-
-
-
-
-
-
-
-
-
-

50 65 80 100 125 150 200 250

-

300

-

350

-
-
-
-

-
-

400

-
-
-
-

-
-

450

-
-
-
-

-
-

500

-
-
-
-

-
-

600

-
-
-
-

-
-

 \ Nominal Diameter

 \ Note:

\
Product Coding \ Type

300mm E-10XJME

Ductile  Iron  
Butterfly  Valve

Aluminum  Butterfly  
Valve
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)

DN
50
65
80

100
125
150
200
250
300
350
400
450
500
600

L 
43
46
46
52
56
56
60
68
78
78

102
114
127
154

 H  
257
265
338
348
408
491
516
631
656
687
754
778
892

1068

KZEB2-O
KZEB3-O
KZEF1-O
KZEFA-O
KZEFH-O
KZE02-O
KZE03-O
KZE04-O
KZE05-O
KZE05-O
KZE07-O
KZE07A-O
KZE08-O
KZE10-O

L
46
46
46
52
56
56
60
68
78
-
-
-
-
-

H
257
265
338
348
479
491
575
631
656

-
-
-
-
-

KZEB2-O
KZEB3-O
KZEFA-O
KZEFA-O
KZE02-O
KZE03-O
KZE04-O
KZE05-O
KZE06-O

-
-
-
-
-

L 
43
46
46
52
56
56
60
68
78
78

102
114
127
154

H  
257
265
338
348
479
491
516
631
656
687
794
818
892

1068

KZEB2-O
KZEB3-O
KZEFA-O
KZEFA-O
KZE02-O
KZE03-O
KZE03-O
KZE04-O
KZE05-O
KZE06-O
KZE08-O
KZE08-O
KZE09-O
KZE10-O

E-PN25DJE E-20DJUE E-PN16DJE 

DN
50
65
80

100
125
150
200
250
300
350
400
450
500
600

L 
43
46
46
52
56
56
60
68
78
78

102
114
127
154

H  
257
265
358
368
479
491
516
631
656
687
754
818
892

1068

L
46
46
46
52
56
56
60
68
78
-
-
-
-
-

H
257
340
385
395
479
575
575
631
656

-
-
-
-
-

KZEB3-I
KZEB1-I
KZEFH-I
KZEFH-I
KZE03-I
KZE04-I
KZE04-I
KZE06-I
KZE07-I

-
-
-
-
-

KZEB2-I
KZEB3-I
KZEFA-I
KZEFA-I
KZE02-I
KZE03-I
KZE03A-I
KZE05-I
KZE06-I
KZE07-I
KZE07A-I
KZE08-I
KZE09-I
KZE10A-I

L 
43
46
46
52
56
56
60
68
78
78

102
114
127
154

H  
257
340
385
395
479
491
575
631
656
739
794
818

1020
1081

KZEB3-I
KZEF1-I
KZEFH-I
KZEFH-I
KZE03-I
KZE03-I
KZE04-I
KZE05-I
KZE07-I
KZE08-I
KZE09-I
KZE09-I
KZE10-I
KZE12-I

E-PN25DJE E-20DJUE E-PN16DJE 

\
Electric Actuator Type

\
Electric Actuator Type

\
Electric Actuator Type

\
Electric Actuator Type

\
Electric Actuator Type

\
Electric Actuator Type

Please refer the products drawing 
for the details
(In case for the drawing , Please 
contact KITZ)

DUCTILE IRON BUTTERFLY VALVESE-PN16DJEE-PN16DJE
E-PN25DJE
E-20DJUE

B
utterfly Valve

S
trainer

G
lobe Valve

C
heck Valve

B
all Valve

Valve For Fire Protection
S

upplem
ent

E
xhaust Valve

Hydraulic Control Valve
Balancing Valve

G
ate Valve

Electric Actuated Butterfly Valves
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DN
50
65
80

100
125
150
200
250
300
350
400
450
500
600

L 
43
46
46
52
56
56
60

-
-
-
-
-
-
-

H  
242
251
341
352
463
475
586

-
-
-
-
-
-
-

KZEB3-O
KZEB3-O
KZEFH-O
KZEFH-O
KZE03-O
KZE03-O
KZE04-O

-
-
-
-
-
-
-

L
33
43
46
46
52
56
56
60
68
78
-
-
-
-

H
237
242
251
314
325
387
475
502
655
680

-
-
-
-

KZEB2-O
KZEB2-O
KZEB3-O
KZEFA-O
KZEFA-O
KZEFH-O
KZE02-O
KZE03-O
KZE04-O
KZE05-O

-
-
-
-

E-10XJMEA E-PN16XJME 

DN
50
65
80

100
125
150
200
250
300
350
400
450
500
600

L 
43
46
46
52
56
56
60

-
-
-
-
-
-
-

H  
317
326
417
428
463
559
586

-
-
-
-
-
-
-

KZEF1-I
KZEFA-I
KZE02-I
KZE03-I
KZE03-I
KZE04-I
KZE05-I

-
-
-
-
-
-
-

L
33
43
46
46
52
56
56
60
68
78
-
-
-
-

H
237
242
326
361
372
463
475
586
655
680

-
-
-
-

KZEB2-I
KZEB3-I
KZEF1-I
KZEFH-I
KZEFH-I
KZE02-I
KZE03-I
KZE04-I
KZE05-I
KZE06-I

-
-
-
-

E-10XJMEA E-PN16XJME 

\
Electric Actuator Type

\
Electric Actuator Type

\
Electric Actuator Type

\
Electric Actuator Type

Please refer the products drawing 
for the details
(In case for the drawing , Please 
contact KITZ)

ALUMINUM BUTTERFLY VALVESE-PN16XJMEE-PN16XJME
E-10XJMEA
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● 开关型 \ On-Off Type ( E-PN16XJME系列 / E-10XJMEA系列 ) 尺寸 Dimensions (mm)

DN
50
65
80

100
125
150
200
250
300
350
400
450
500
600

L 
43
46
46
52
56
56
60

-
-
-
-
-
-
-

H  
242
251
341
352
463
475
586

-
-
-
-
-
-
-

KZEB3-O
KZEB3-O
KZEFH-O
KZEFH-O
KZE03-O
KZE03-O
KZE04-O

-
-
-
-
-
-
-

L
33
43
46
46
52
56
56
60
68
78
-
-
-
-

H
237
242
251
314
325
387
475
502
655
680

-
-
-
-

KZEB2-O
KZEB2-O
KZEB3-O
KZEFA-O
KZEFA-O
KZEFH-O
KZE02-O
KZE03-O
KZE04-O
KZE05-O

-
-
-
-

E-10XJMEA 系列E-PN16XJME 系列

DN
50
65
80

100
125
150
200
250
300
350
400
450
500
600

L 
43
46
46
52
56
56
60

-
-
-
-
-
-
-

H  
317
326
417
428
463
559
586

-
-
-
-
-
-
-

KZEF1-I
KZEFA-I
KZE02-I
KZE03-I
KZE03-I
KZE04-I
KZE05-I

-
-
-
-
-
-
-

L
33
43
46
46
52
56
56
60
68
78
-
-
-
-

H
237
242
326
361
372
463
475
586
655
680

-
-
-
-

KZEB2-I
KZEB3-I
KZEF1-I
KZEFH-I
KZEFH-I
KZE02-I
KZE03-I
KZE04-I
KZE05-I
KZE06-I

-
-
-
-

E-10XJMEA 系列E-PN16XJME 系列

● 调节型 \ Modulating Type ( E-PN16XJME系列 / E-10XJMEA系列 ) 尺寸 Dimensions (mm)

电动执行机构型号\
Electric Actuator Type

电动执行机构型号\
Electric Actuator Type

电动执行机构型号\
Electric Actuator Type

电动执行机构型号\
Electric Actuator Type

● 环境温度、湿度\Ambient Temperature And Humidity ：-25℃～+70℃ , ＜90%（25 ℃）     
● 工作环境\Service Environment：不含有强腐蚀、易燃、易爆的介质\Without Any High Corrosion And Explosion Medium
● 工作时间\Working Time：KZEB1/KZEB2/KZEB3为S1工作制，其他S2工作制，额定工作时间为15min

KZEB1/KZEB2/KZEB3 Is S1 Standard , The Others Are S2 Standard, 
Rated Working Time Is 15min

● 防护等级\Protection Class：IP67    
● 绝缘等级\Insulation Class：Class F    
● 调节信号\Modulating Signal：4～20mA    
● 内部防结露\Moisture Prevent：配置防潮电阻\Adopting Heating Resistance     

电动执行机构规格 \ Electric Actuators Specifications

型号
Type

电压
Voltage

功率
Power
(W)

最大输出扭矩
Max Output Torque

(N•m)

开关时间
Open/Close Time

(Sec,50Hz)

备注
Remarks

KZEB1 AC85~265V/DC24V 5 10 13

手动扳手操作
Manual Wrench 

Operation

KZEB2 AC85~265V/DC24V 8 20 12

KZEB3 AC85~265V/DC24V 10 30 11

KZEF1 AC220V 10 35 11

KZEFA AC220V 10 50 15

KZEFH AC220V 10 80 22

手轮操作
Handwheel 
Operation

KZE02 AC220V 40 100 19

KZE03 AC220V 40 200 39

KZE03A AC220V 40 300 39

KZE04 AC220V 90 400 29

KZE05 AC220V 90 600 39

KZE06 AC220V 90 800 47

KZE07 AC220V 120 1000 47

KZE07A AC220V 120 1300 47

KZE08 AC220V 200 1700 34

KZE09 AC220V 200 2300 47

KZE10 AC220V 200 3500 76

KZE10A AC220V 200 4300 76

KZE11 AC220V 200 5000 105

KZE12 AC220V 200 8000 143

 H
 

 L 

※详细请参照产品图纸
（图纸索取请联系我司）
Please refer the products drawing 
for the details
(In case for the drawing , Please 
contact KITZ)

电动蝶阀／Electric Actuated Butterfly Valves

ALUMINUM BUTTERFLY VALVES
铝制蝶阀E-PN16XJMEE-PN16XJME

E-10XJMEA

B
utterfly Valve

蝶
阀

S
trainer

过
滤
器

G
lobe Valve

截
止
阀

C
heck Valve

止
回
阀

B
all Valve

球
阀

Valve For Fire Protection

消
防
阀

S
upplem

ent

补
充
部
分

E
xhaust Valve

排
气
阀

Hydraulic Control Valve

水
力
控
制
阀

Balancing Valve

平
衡
阀

G
ate Valve

闸
阀

Electric Actuated Butterfly Valves

电
动
蝶
阀
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\ Wiring Diagram

PLC / DCS Input

PLC / DCS 

    

 G

N

L

G

KZEB1~B3  (AC85~265V/DC24V)

AC85~265V

DC24V

-

+

 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

/

  

SLO2

SLC2

Fully close

Motor

power 

Fully open

   

Be sure to connect the protective earth terminal G.

Electric actuator
User system

COM

Close

dry contact    

dry contact   

Stop

Open

PLC / DCS 

PLC / DCS Input

DC24V

KZEB

open close

Remark Fully opened/closed dry contact  
        only for indicator,not for controlsignal.

KZEB1~B3 On/Off type wiring diagram (AC85~265V/DC24V)

\ On-Off Type

Electric Actuated Butterfly Valves
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\ Wiring Diagram

SLC

4~20mA

SLO

User system

4~20mA/0(2)~10V

 (AC85~265V/DC24V)

N

L

AC85~265V

 G

 1

DC24V

DC24V

-

+

 2

 3

 4

 5

 6

 7

 8

OUT IN

0-10V
2-10V
4-20mA

+

-

+

-

+

-

+

4~20mA/0(2)~10V Output

-
4~20mA/0(2)~10V

500

4~20mA/0(2)~10V

4~20mA/0(2)~10V

=250

KZEB-Power 

KZEB-MOD

open close

Motor

G

Electric actuator

Be sure to connect the protective earth terminal G.

4~20mA=250

500

power 

KZEB1~B3 

Input impedance for 
4~20mA/0(2)~10V Input

4~20mA/0(2)~10VInput
Input impedance for

4~20mA/0(2)~10VOutput

KZEB1~B3 modulating type wiring diagram   (AC85~265V/DC24V)

\ Modulating Type

B
utterfly Valve

S
trainer

G
lobe Valve

C
heck Valve

B
all Valve

Valve For Fire Protection
S

upplem
ent

E
xhaust Valve

Hydraulic Control Valve
Balancing Valve

G
ate Valve

Electric Actuated Butterfly Valves
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2

O

1-2

Electric Actuated Butterfly Valves
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Precautions

WARNING
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GATE VALVE

34

B
utterfly Valve

S
trainer

G
lobe Valve

C
heck Valve

B
all Valve

Valve For Fire Protection
S

upplem
ent

E
xhaust Valve

Hydraulic Control Valve
Balancing Valve

G
ate Valve

Electric Actuated Butterfly Valves



<Parts> 

<Body>

<Stem>

<Disc>

<Material> 

<Bronze>

<Dezincification Resistant Brass>

<Brass>

<Parts> 

<Body>

<Stem>

<Disc>

<Material> 

<Brass>

<Dezincification Resistant Brass>

<Brass>

35

Technical Specifications
Nominal Pressure: 1.6MPa 16Bar

Working Temperature: -10 120

Working Medium: Water ( Non-shock)

End Connection: BS21 ISO7

Technical Specifications
Nominal Pressure: 1.6MPa 16Bar

Working Temperature: -10 120

Working Medium: Water ( Non-shock)

End Connection: BS21 ISO7

KITZ
Note The other working medium, please contact KITZ.

KITZ
Note The other working medium, please contact KITZ.

L
H
D

L
H
D

10                 15                 20                  25                  32                  40                  50

3/8                1/2                3/4                  1                 1.1/4              1.1/2                  2

38                 42                 47                  50                   60                  63                  72

73                 73                 87                  97                 117                126                154

50                 50                 55                  60                   70                  80                  90

10                15                20                25                32                  40                 50                  65                 80

3/8              1/2               3/4                 1               1.1/4              1.1/2                2                 2.1/2                3

38                42                47                50                 60                  63                 72                  80                 90

75                75                86                97               117                126               154                167               200

50                50                55                60                 70                  80                 90                100               115

Gate Valve

Class125 / PN16 CAST BRONZE GATE VALVE(NON-RISING STEM), THREADED ENDSSS

Class125 / PN16 FORGED BRASS GATE VALVE (NON-RISING STEM),THREADED ENDSFRFR



<Parts> 

<Body>

<Stem>

<Disc>

<Material> 

<Brass>

<Brass>

<Brass>

<Parts> 

<Body>

<Stem>

<Disc>

<Material> 

<Bronze>

<Dezincification Resistant Brass>

<Dezincification Resistant Brass> / 
<Bronze>

15 20 25 32 40 50

1/2 3/4  1                 1.1/4              1.1/2  2

43 45 49  59  63  68

73 78 87                 101               120               142

55 55 60  70  70  80

L 
H
D 

15 20 25 32 40 50

1/2 3/4  1                 1.1/4             1.1/2  2

45 50  57  61  67  74

80 90                105                118               135                159

50 55  60  70  80  90

L 
H
D 

H

L

D

36

Technical Specifications
Nominal Pressure: 1.6MPa 16Bar

Working Temperature: -10 100

Working Medium: Water ( Non-shock)

End Connection: BS21 ISO7

Technical Specifications
Nominal Pressure: 2.5MPa 25Bar

Working Temperature: -10 100

Working Medium: Water ( Non-shock)

End Connection: BS21 ISO7

KITZ
Note The other working medium, please contact KITZ.

PN16 FORGED BRASS GATE VALVE(NON-RISING STEM / REDUCED BORE), THREADED ENDSPN16HRZPN16HRZ

PN25 CAST BRONZE GATE VALVE(NON-RISING STEM), THREADED ENDSPN25HPN25H

H

D

B
utterfly Valve

S
trainer

G
lobe Valve

C
heck Valve

B
all Valve

Valve For Fire Protection
S

upplem
ent

E
xhaust Valve

Hydraulic Control Valve
Balancing Valve

G
ate Valve

Electric Actuated Butterfly Valves
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<Parts> 

<Body>

<Stem>

<Disc>

<Seat>

<Material> 

<Cast Iron>

<Brass>

<Cast Iron>

<Bronze>  

125FCLS

EN16FCWI

EN16FCW:without position indicator

<Parts> 

<Body>

<Stem>

<Disc>

<Seat>  

125FCL

<Cast Iron>

<Brass>

<Cast Iron>

<Bronze>

125FCLS

<Cast Iron>

<Stainless Steel>

<Cast Iron>

<Stainless Steel>

Note 1. Class125 PN16 KITZ
                 The std. End is class 125, PN16 end available as an option
             2. KITZ
                 The other working medium, please contact KITZ. 

Note 1. EN16FCW: (Without position indicator)
             2. EN16FCWI: (With position indicator)
             3. KITZ
                 The other working medium, please contact KITZ. 

Technical Specifications
Nominal Pressure: 1.6MPa 16Bar

Working Temperature: -10 120

Working Medium: Water ( Non-shock)

End Connection: Class125

Technical Specifications
Nominal Pressure: 1.6MPa 16Bar

Working Temperature: -10 120

Working Medium: Water ( Non-shock)

End Connection: EN1092-2 PN16

( Open)

L 
H (EN16FCW)
H (EN16FCWI)
D 

 50               65               80               100               125              150              200              250                300               350

  2              2.1/2              3                  4                  5                  6                  8                  10                  12                14

178             190             203              229              254              267              292                330               356                381

328             382             436              532              627              726              919              1134             1363              1560

160             170             170              225              225              250              280                350               450                500

 50  65  80 100 125 150 200 250 300

  2 2.1/2   3   4   5   6   8  10  12

178 190 203 229 254 267 292 330 356

271 297 352 394 451 518 618 760 867

313 344 401 444 517 577 693 814 925

180 180 200 250 280 300 350 400 450

Gate Valve

Class125 / PN16 CAST IRON GATE VALVE(RISING STEM), FLANGED ENDS125FCL125FCL

PN16 CAST IRON GATE VALVE(NON-RISING STEM), FLANGED ENDSEN16FCWEN16FCW



<Parts> 

<Body>

<Stem>

<Disc>

<Seat>

<Material> 

<Cast Iron> 

<Brass> 

<Cast Iron>

<Bronze>  

EN16FCWEI

Note 1. EN16FCWE: (Without position indicator)
             2. EN16FCWEI: (With position indicator)

38

 50       65       80      100       125       150       200       250       300       350      400       450       500       600

  2      2.1/2      3         4           5           6           8          10         12         14        16         18         20         24

178     190     203     229       254       267       292       330       356       381       406       432       457       508

240     265     325     367       425       484       585       710       791       987     1044     1148     1257     1418

282     309     366     415       475       531       642       775       860      1011    1073     1199     1318     1489

180     180     200     254       254       300       300       350       400       560       560       610       610       765

L 
H (EN16FCWE)
H (EN16FCWEI)
D 

Technical Specifications
Nominal Pressure: 1.6MPa 16Bar

Working Temperature: -10 120

Working Medium: Water ( Non-shock)

End Connection: EN1092-2 PN16

  50

   2

215.9

385

175

  65

2.1/2

241.3

437

200

  80

   3

282.5

493

254

100

  4

304.8

611

300

125

  5

381

716

300

150

  6

403.2

813

348

  200

    8

  419.1

1024

  400

  250

   10

  457

1211

  457

  300

   12

  502

1386

  457

<Parts> 

<Body>

<Bonnet>

<Stem>

<Disc>

<Body Seat Ring>

<Disc Seat Ring>

<Material> 

<Cast Iron> 

<Cast Iron>

<Forged Brass>

<Cast Iron>

<Bronze>

<Bronze>

Technical Specifications
Nominal Pressure: 2.5MPa 25Bar

Working Temperature: -10 120

Working Medium: Water ( Non-shock)

End Connection: EN1092-2 PN25

EN16FCWEI:with position indicator DN50~DN300 DN350~DN600

 H
 

 H
 

 D
 

 L 

OP

SH

PN16 CAST IRON GATE VALVE(NON-RISING STEM), FLANGED ENDSEN16FCWEEN16FCWE

PN25 CAST IRON GATE VALVE (RISING STEM), FLANGED ENDSEN25FCLEEN25FCLE

L

H
(O

PE
N

)

D

( Open)

L

D

B
utterfly Valve

S
trainer

G
lobe Valve

C
heck Valve

B
all Valve

Valve For Fire Protection
S

upplem
ent

E
xhaust Valve

Hydraulic Control Valve
Balancing Valve

G
ate Valve

Electric Actuated Butterfly Valves


